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Care, Maintenance and Handling

Caring for your FLEX™ Tubing Products 
PLEASE READ CAREFULLY BEFORE USING OR SELLING.

It is the responsibility of any intermediary between Finger Lakes 
Extrusion and the end user to ensure that the instructions contained 
in this insert are passed along to the end user. To avoid tubing leaks, 
ruptures or other failures that could result in bodily injury or damage 
to equipment, the re-seller, OEM or user must ensure that the following 
warnings are understood and passed on to the end user of the tubing or 
equipment that contains the tubing.

About FLEX™ Tubing Products 
Quality 
Premium-quality FLEXTM tubing is made 
from the finest virgin resins, with no fillers 
or extenders. Our precision extrusion 
process ensures close tolerances and 
excellent concentricity for reliable, 
leakproof connections. Adherence to 
the strict guide lines of our ISO 9001: 
2015-registered Quality Management 
System ensures consistent tubing – lot 
after lot – with full traceability. 

Performance 
FLEXTM Tubing Products are available in 
a variety of materials and sizes to meet 
virtually any fluid transfer need. And we 
offer a full range of regulatory compliance 
for food, beverage, dairy, pharmaceutical, 
biotechnology and medical applications. 

When quality and performance count, insist 
on FLEXTM Tubing Products for your fluid 
handling needs. Call us at (585) 905-0632. 
Or visit our website at flextubing.com. 

Please note that no fitting should be used that 
stretches the ID of the tube more than 10%.

1.	 The FLEX™ Tubing Selection and Chemical Usage Guides will help you 
select the best tubing formulation for your application. Please consult 
this technical information in the FLEX™ Tubing Products Catalog or visit 
our website at www.flextubing.com.

2.	 Do not use any FLEX™ Tubing Product outside of the Operating 
Temperature Range or beyond the Operating Pressure listed in the 
FLEX™ Tubing Products Catalog or on the website.

3.	 The effects of chemical exposure on tubing performance vary with 
temperature and pressure. You should conduct tests to confirm the 
suitability of a particular tubing formulation and size in your application.

4.	 The physical properties of all tubing will deteriorate over time, especially 
when exposed to aggressive chemicals and/or elevated temperatures 
and pressures. Always inspect tubing for damage prior to actual use.

5.	 When using tubing in equipment, especially peristaltic pumps, always 
read and follow the equipment manufacturer’s instructions regarding 
tubing specifications and instructions for installation and use. If not 
properly installed or after extended use, the tubing will rupture.

6.	 The end user should be prepared with adequate procedures and a 
system back up in case of a tubing rupture.

7.	 Always carefully read the instructions from the manufacturer of 
the equipment in use and be sure to follow the directions for tubing 
specifications and installation.
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ClearFLEX™ 60NP &  
ClearFLEX™ 70NP PVC Tubing
Sterilization Guidelines: 
ClearFLEX™ 60NP and ClearFLEX™ 70NP can be sterilized by autoclaving, gas (ethylene 
oxide formaldehyde) or chemical methods (benzakonium chloride, formalin, ethanol, etc.). 
If practical, gas or chemical sterilization is recommended. Radiation sterilization can be 
used but may cause color changes.

Please see our website at www.flextubing.com for instructions on autoclaving.

Regulatory Compliance for FLEX™ Tubing Products

Formulation FDA
USP 

VI/ ISO 
10993

USDA 3A* NSF-51 NSF-61 PROP 65 REACH ROHS UL94
HB/V-1*

Non-
PFAS

ClearFLEXTM  60NP

ClearFLEX™ 70NP

FLEX™ GP 70

For more information on the care and use of FLEX™ Tubing 
products, please visit our website at www.flextubing.com.

*Meets standards.
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BraidFLEX™ 70N PVC Tubing
Sterilization Guidelines: 
BraidFLEX™ 70N can be sterilized by gas (ethylene oxide formaldehyde) or 
chemical methods (benzalkonium chloride, formalin, ethanol, etc.). If practical, 
gas or chemical sterilization is recommended. Radiation sterilization can be 
used but may cause color changes.

Do not use BraidFLEX™ 70N for peristaltic pump applications. Only use with 
insert or barbed fittings.

Regulatory Compliance for FLEX™ Tubing Products

Formulation FDA
USP 

VI/ ISO 
10993

USDA 3A* NSF-51 NSF-61 PROP 65 REACH ROHS UL94
HB/V-1*

Non-
PFAS

BraidFLEX™ 70N

For more information on the care and use of FLEX™ Tubing 
products, please visit our website at www.flextubing.com.
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FuelFLEX™ 65 PVC Fuel Tubing

Regulatory Compliance for FLEX™ Tubing Products

Formulation FDA
USP 

VI/ ISO 
10993

USDA 3A* NSF-51 NSF-61 PROP 65 REACH ROHS UL94
HB/V-1*

Non-
PFAS

FuelFLEX™ 65

For more information on the care and use of FLEX™ Tubing 
products, please visit our website at www.flextubing.com.
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Ether-PUR FLEX™ 84 Tubing – Ether-Based
Ester-PUR FLEX™ 85 Tubing – Ester-Based 
HD Ether-PUR FLEXTM 95 Tubing - Ether-Based

Regulatory Compliance for FLEX™ Tubing Products

Formulation FDA
USP 

VI/ ISO 
10993

USDA 3A* NSF-51 NSF-61 PROP 65 REACH ROHS UL94
HB/V-1*

Non-
PFAS

Ether-PUR FLEX™ 84

Ester-PUR FLEX™ 85 

HD Ether-PUR  
FLEXTM 95

For more information on the care and use of FLEX™ Tubing 
products, please visit our website at www.flextubing.com.

Sterilization Guidelines: 
Ether-PUR FLEX™ 84, Ester-Pur FLEX™85, and HD Ether-PUR FLEX™ 95 can be sterilized by gas  
(ethylene oxide formaldehyde).

Aqueous Solution Usage:
Ether-PUR FLEX™ 84 and HD Ether-PUR FLEX™ 95 IS recommended for use with aqueous solutions.

Ester-PUR FLEX™ 85 IS NOT recommended for use with aqueous solutions.
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PolyFLEX™ 50 LLDPE* Tubing – Natural &
PolyFLEX™ 50B LLDPE Tubing – Black

Regulatory Compliance for FLEX™ Tubing Products

Formulation FDA
USP 

VI/ ISO 
10993

USDA 3A* NSF-51 NSF-61 PROP 65 REACH ROHS UL94
HB/V-1*

Non-
PFAS

PolyFLEX™ 50 LLDPE

PolyFLEX™ 50B 
LLDPE

For more information on the care and use of FLEX™ Tubing 
products, please visit our website at www.flextubing.com.

Sterilization Guidelines: 
PolyFLEX™ 50 / 50B can be sterilized by gas (ethylene oxide formaldehyde).

Warning: Do not use PolyFLEX™ 50 / 50B for peristaltic pump applications.

*Linear Low Density Polyethylene
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Glitex® 218MS Raw Milk Tubing 
Glitex® 300SS Vacuum Tubing
Glitex® 525MS Raw Milk Tubing

Regulatory Compliance for FLEX™ Tubing Products

Formulation FDA
USP 

VI/ ISO 
10993

USDA 3A* NSF-51 NSF-61 PROP 65 REACH ROHS UL94
HB/V-1*

Non-
PFAS

Glitex® 218MS
Raw Milk Tubing

Glitex® 300SS
Vacuum Tubing 

Glitex® 525MS
Raw Milk Tubing

For more information on the care and use of FLEX™ Tubing products, please visit our website at www.flextubing.com.

Features and Benefits: 
•	 Glitex® 218MS and Giltex® 525MS complies with 3A standards for milk tansfer applications.

•	 Glitex® 218MS and Giltex® 525MS meet the USDA acceptance standards for contact with 
meat and poultry and food products.

•	 Glitex® 218MS, Glitex® 300SS, and Giltex® 525MS  are manufactured from ingredients whose 
usage is sanctioned by the U.S. Food & Drug Administration under Title 21 of the Code of 
Federal Regulations for food packaging applications per the following:
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